Environmental Protection Agency

(d) The term shipped liquid ammonia
shall mean liquid ammonia commer-
cially shipped for which the Depart-
ment of Transportation requires 0.2
percent minimum water content.

(e) The term non-contact cooling water
shall mean water which is used in a
cooling system designed so as to main-
tain constant separation of the cooling
medium from all contact with process
chemicals but which may on the occa-
sion of corrosion, cooling system leak-
age or similar cooling system failures
contain small amounts of process
chemicals: Provided, That all reason-
able measures have been taken to pre-
vent, reduce, eliminate and control to
the maximum extent feasible such con-
tamination: And provided further, That
all reasonable measures have been
taken that will mitigate the effects of
such contamination once it has oc-
curred.

[39 FR 12836, Apr. 8, 1974, as amended at 41
FR 2387, Jan. 16, 1976]

§418.52 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best practicable control
technology currently available.

Except as provided in §§125.30
through 125.32, any existing point
source subject to this subpart shall
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology currently available (BPT):

(a) The following limitations estab-
lish the quantity or quality of pollut-
ants which may be discharged in proc-
ess waste water from nitric acid pro-
duction in which all the raw material
ammonia is in the gaseous form:

[Metric units, kg/kkg of product; English units, Ib/1,000 Ib of

product]
Effluent limitations

Average of daily

Effluent characteristic Maximum values for 30
forany 1 | consecutive days

day shall not ex-

ceed—

Ammonia (as N) 0.007 0.0007
Nitrate (as N) 0.33 0.044

(b) The following limitations estab-
lish the quantity or quality of pollut-
ants which may be discharged in proc-
ess waste water from nitric acid pro-

§418.53

duction in which all the raw material
ammonia is in the shipped liquid form:
[Metric units, kg/kkg of product; English units, 1b/1,000 Ib of

product]
Effluent limitations

Average of daily

Effluent characteristic Maximum values for 30
forany 1 | consecutive days

day shall not ex-

ceed—

Ammonia (as N) 0.08 0.008
Nitrate (as N) 0.33 0.044

[39 FR 12836, Apr. 8, 1974, as amended at 41
FR 2387, Jan. 16, 1976; 42 FR 16141, Mar. 25,
1977; 60 FR 33956, June 29, 1995]

§418.53 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best available tech-
nology economically achievable.

The following limitations establish
the quantity or quality of pollutants or
pollutant properties which may be dis-
charged by a point source subject to
the provisions of this subpart after ap-
plication of the best available tech-
nology economically achievable:

(a) The following limitations estab-
lish the quantity or quality of pollut-
ants which may be discharged in proc-
ess waste water from nitric acid pro-
duction in which all the raw material
ammonia is in the gaseous form:

[Metric units, kg/kkg of product; English units, Ib/1,000 Ib of

product]
Effluent limitations

Average of daily

Effluent characteristic Maximum values for 30
for any 1 | consecutive days

day shall not ex-

ceed—

Ammonia (as N) 0.0045 0.00045
Nitrate (as N) 0.17 0.023

(b) The following limitations estab-
lish the quantity or quality of pollut-
ants which may be discharged in proc-
ess waste water from nitric acid pro-
duction in which all the raw material
ammonia is in the shipped liquid form:

[Metric units, kg/kkg of product; English units, Ib/1,000 Ib of

product]
Effluent limitations

Average of daily

Effluent characteristic Maximum values for 30
for any 1 | consecutive days

day shall not ex-

ceed—

Ammonia (as N) .....cccceeeenee. 0.08 0.008
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